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PIN Header 0.8 mm
SPECIFICATIONS 
Current Rating: 0.8 A 
Insulator Resistance: 800 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° & SMT Series

Connectors
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SPECIFICATIONS 
Current Rating: 0.8 A 
Insulator Resistance: 800 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order

180° & SMT Series

Unit: mm



2 digital electronic gmbh     Tel. +49 (0) 8221-708-0     Fax +49 (0) 8221 708-80 
www.digitallehrer.de    digital@digitallehrer.de 

All specifications subject to change without notice.

PIN Header 0.8 mm
SPECIFICATIONS 
Current Rating: 0.8 A 
Insulator Resistance: 800 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° & SMT Series
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PIN Header 1.0 mm
SPECIFICATIONS 
Current Rating: 0.8 A 
Insulator Resistance: 900 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 1.0 mm
SPECIFICATIONS 
Current Rating: 0.8 A 
Insulator Resistance: 900 MOhm min. 
Dielectric Withstanding:AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

SMT Series
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PIN Header 1.0 mm
SPECIFICATIONS 
Current Rating: 0.8 A 
Insulator Resistance: 900 MOhm min. 
Dielectric Withstanding:AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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PIN Header 1.0 mm
SPECIFICATIONS 
Current Rating: 0.8 A 
Insulator Resistance: 900 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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PIN Header 1.0 mm
SPECIFICATIONS 
Current Rating: 0.8 A 
Insulator Resistance: 900 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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PIN Header 1.0 mm
SPECIFICATIONS 
Current Rating: 0.8 A 
Insulator Resistance: 900 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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PIN Header 1.0 mm
SPECIFICATIONS 
Current Rating: 0.8 A 
Insulator Resistance: 900 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

SMT Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on 
contact area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1  A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series



18 digital electronic gmbh     Tel. +49 (0) 8221-708-0     Fax +49 (0) 8221 708-80 
www.digitallehrer.de    digital@digitallehrer.de 

All specifications subject to change without notice.

PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1  A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

SMT Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

SMT Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

SMT Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° & SMT Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 1.27mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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PIN Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

SMT Series
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PIN Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° & SMT Series
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PIN Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° Series
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PIN Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

SMT Series
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PIN Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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PIN Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° & SMT Series
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PIN Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

SMT Series
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PIN Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° Series
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PIN Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° & SMT Series
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PIN Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 2.5 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance:5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

SMT Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

SMT Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

SMT Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° & SMT Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series



digital electronic gmbh     Tel. +49 (0) 8221-708-0     Fax +49 (0) 8221 708-80 
www.digitallehrer.de    digital@digitallehrer.de 

All specifications subject to change without notice.

65

PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° & SMT Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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PIN Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & SMT Series
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PIN Header 5.0 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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PIN Header 5.08 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° Series
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Female Header 0.8 mm
SPECIFICATIONS 
Current Rating: 0.8 A 
Insulator Resistance: 800 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 1.0 mm
SPECIFICATIONS 
Current Rating: 0.8 A 
Insulator Resistance: 900 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 1.0 mm
SPECIFICATIONS 
Current Rating: 0.8 A 
Insulator Resistance: 900 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° Series
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Female Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° Series
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Female Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series



digital electronic gmbh     Tel. +49 (0) 8221-708-0     Fax +49 (0) 8221 708-80 
www.digitallehrer.de    digital@digitallehrer.de 

All specifications subject to change without notice.

77

Female Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° Series
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Female Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° Series



digital electronic gmbh     Tel. +49 (0) 8221-708-0     Fax +49 (0) 8221 708-80 
www.digitallehrer.de    digital@digitallehrer.de 

All specifications subject to change without notice.

80

Female Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° Series
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Female Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° & SMT Series
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Female Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series



digital electronic gmbh     Tel. +49 (0) 8221-708-0     Fax +49 (0) 8221 708-80 
www.digitallehrer.de    digital@digitallehrer.de 

All specifications subject to change without notice.

88

Female Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & SMT Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° & 180° Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm  max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° &  SMT Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° &  SMT Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180°  
&  SMT Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° & SMT Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° & SMT Series



digital electronic gmbh     Tel. +49 (0) 8221-708-0     Fax +49 (0) 8221 708-80 
www.digitallehrer.de    digital@digitallehrer.de 

All specifications subject to change without notice.

98

Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: .2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance: 20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance: 20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° & SMT Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° & 180° Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° & 180° Series



digital electronic gmbh     Tel. +49 (0) 8221-708-0     Fax +49 (0) 8221 708-80 
www.digitallehrer.de    digital@digitallehrer.de 

All specifications subject to change without notice.

107

Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° & SMT Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: PA-46 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: PA-46 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° & 180° &  
SMT Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° & SMT Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° & SMT Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Brass 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° 
Series



digital electronic gmbh     Tel. +49 (0) 8221-708-0     Fax +49 (0) 8221 708-80 
www.digitallehrer.de    digital@digitallehrer.de 

All specifications subject to change without notice.

122

Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Brass 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & 
 SMT Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Brass 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Brass 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Brass 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° & 180°  
& SMT Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Brass 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° & 180°  
& SMT Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Brass 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° & 180°  
& SMT Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Brass 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° & 180°  
& SMT Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Brass 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° & 180°  
& SMT Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Brass 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Brass 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

SMT Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° &  
SMT Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° &  
180° Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Brass 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° &  
SMT Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° &  
SMT Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard:  Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° &  
 SMT Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Brass 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° &  
180° Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance: 20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° & 
180° Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance: 20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 90° Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Brass 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° &  
SMT Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Phosphor Bronze 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° &  
SMT Series
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Female Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Contact Resistance:  20 mOhm max. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Brass 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° &  
SMT Series
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Box Header 1.0 mm
SPECIFICATIONS 
Current Rating: 0.8 A 
Insulator Resistance: 900 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180 ° & SMT Series
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Box Header 1.0 mm
SPECIFICATIONS 
Current Rating: 0.8 A 
Insulator Resistance: 900 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series



digital electronic gmbh     Tel. +49 (0) 8221-708-0     Fax +49 (0) 8221 708-80 
www.digitallehrer.de    digital@digitallehrer.de 

All specifications subject to change without notice.

156

Box Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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Box Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° Series
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Box Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & SMT Series
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Box Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° & SMT Series
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Box Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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Box Header 1.27 mm
SPECIFICATIONS 
Current Rating: 1 A 
Insulator Resistance: 1000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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Box Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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Box Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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Box Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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Box Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° & SMT Series
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Box Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & SMT Series
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Box Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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Box Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° & SMT Series
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Box Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: Nylon-6T 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 SMT Series
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Box Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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Box Header 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A 
Insulator Resistance: 3000 MOhm min. 
Dielectric Withstanding: AC 500 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

 180° & SMT Series
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Box Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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Box Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

180° & SMT Series



digital electronic gmbh     Tel. +49 (0) 8221-708-0     Fax +49 (0) 8221 708-80 
www.digitallehrer.de    digital@digitallehrer.de 

All specifications subject to change without notice.

174

Box Header 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A 
Insulator Resistance: 5000 MOhm min. 
Dielectric Withstanding: AC 1000 V 
Operating Temperature: -40°C ~ + 105 °C 
Soldering Temperature: 260°C  for  3~5 sec. max. 
Contact Material: Copper Alloy 
Insulator Material: Polyester, UL 94V-0 
Standard: P.B.T. 
Finish: Tin, Gold or Duplex Plated 
Standard: Gold Flash all over 
Note: Duplex Plating: Gold Plated on contact 
area, Tin on solder area

How to order Unit: mm

90° & 180° & SMT Series
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Housing 0.8 mm
SPECIFICATIONS 
Current Rating: 0.5 A, AC/DC 
Voltage Rating: 30 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 100 MOhm min. 
Withstanding Voltage: AC 200 V / minute 
Contact Material: Copper Alloy, Tin-plated 
Material: PA46, UL 94V-0 

How to order Unit: mm

 0.8 Series
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Wafer 0.8 mm
SPECIFICATIONS 
Current Rating: 0.5 A, AC/DC 
Voltage Rating: 30 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 100 MOhm min. 
Withstanding Voltage: AC 200 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T, UL 94V-0 

SPECIFICATIONS 
Current Rating: 0.5 A, AC/DC 
Voltage Rating: 30 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 100 MOhm min. 
Withstanding Voltage: AC 200 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T, UL 94V-0 

Unit: mm

Unit: mm

 SUR080 Series
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Wafer 1.0 mm

SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 50 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 100 MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T, UL 94V-0 

Unit: mm

Unit: mm

 CSH100 Series

SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 50 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 100 MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T, UL 94V-0 
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Wafer 1.0 mm
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 50 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 100 MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T, UL 94V-0 

SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 50 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 100 MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T, UL 94V-0 

Unit: mm

Unit: mm

 SHD100 Series
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Wafer 1.25 mm

SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 200 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 100 MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

Unit: mm

Unit: mm

 CAE125 Series

SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 200 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 100 MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 
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Wafer 1.25 mm
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 150 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  30 mOhm max. 
Insulator Resistance: 500 MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T, UL 94V-0

How to order Unit: mm

 CDF125 Series
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Wafer 1.25 mm

SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 125 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 100  MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T or -46, UL 94V-0 

Unit: mm

Unit: mm

 CMX125 Series

SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 125 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 100  MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T or -46, UL 94V-0 
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Wafer 1.25 mm
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 125 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 100  MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T or -46, UL 94V-0 

SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 125 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 100  MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T or -46, UL 94V-0 

Unit: mm

Unit: mm

 CMX125 Series
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Wafer 1.25 mm
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 150 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  30 mOhm max. 
Insulator Resistance: 500 MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 150 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  30 mOhm max. 
Insulator Resistance: 500 MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

Unit: mm

Unit: mm

CDF125 Series
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Wafer 1.25 mm
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 150 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  30 mOhm max. 
Insulator Resistance: 500 MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T, UL 94V-0 

SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 150 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  30 mOhm max. 
Insulator Resistance: 500 MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T, UL 94V-0 

Unit: mm

Unit: mm

 CDF13 125 Series
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Wafer 1.25 mm
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 150 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  30 mOhm max. 
Insulator Resistance: 500 MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T, UL 94V-0 

SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 150 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  30 mOhm max. 
Insulator Resistance: 500 MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T, UL 94V-0 

Unit: mm

Unit: mm

 CDF14 125 Series
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Wafer 1.5 mm
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 100 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 500 MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 100 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 500 MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

Unit: mm

Unit: mm

 CZH150 Series
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Wafer 1.5 mm

SPECIFICATIONS 
Current Rating: 3 A, AC/DC 
Voltage Rating: 350 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T, UL 94V-0 

Unit: mm

Unit: mm

 CZH150 Series

SPECIFICATIONS 
Current Rating: 3 A, AC/DC 
Voltage Rating: 350 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T, UL 94V-0 
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Wafer 1.5 mm
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 100 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 500 MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T, UL 94V-0 

SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 100 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 500 MOhm min. 
Withstanding Voltage: AC 500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T, UL 94V-0 

Unit: mm

Unit: mm

 CZH150 Series
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Wafer 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A, AC/DC 
Voltage Rating: 100 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 800 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

SPECIFICATIONS 
Current Rating: 2 A, AC/DC 
Voltage Rating: 100 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 800 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

Unit: mm

Unit: mm

 CPH200 Series
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Wafer 2.0 mm
SPECIFICATIONS 
Current Rating: 3 A, AC/DC 
Voltage Rating: 300 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 100 MOhm min. 
Withstanding Voltage: AC 1000 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

SPECIFICATIONS 
Current Rating: 3 A, AC/DC 
Voltage Rating: 300 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 100 MOhm min. 
Withstanding Voltage: AC 1000 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

Unit: mm

Unit: mm

 JAE200 Series
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Wafer 2.0 mm
SPECIFICATIONS 
Current Rating: 3 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 800 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

SPECIFICATIONS 
Current Rating: 3 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 800 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

Unit: mm

Unit: mm

CPD200 Series
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192

Wafer 2.0 mm
SPECIFICATIONS 
Current Rating: 2 A, AC/DC 
Voltage Rating: 100 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 800 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-46 or -6T, UL 94V-0 

SPECIFICATIONS 
Current Rating: 2 A, AC/DC 
Voltage Rating: 100 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 800 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-46 or -6T, UL 94V-0 

Unit: mm

Unit: mm

 CPH200 Series
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193

Wafer 2.5 mm
SPECIFICATIONS 
Current Rating: 3 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1000 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

SPECIFICATIONS 
Current Rating: 3 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1000 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

Unit: mm

Unit: mm

 CXH250 Series
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194

Wafer 2.5 mm
SPECIFICATIONS 
Current Rating: 3 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1000 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

SPECIFICATIONS 
Current Rating: 3 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1000 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

Unit: mm

Unit: mm

 CMX250 Series
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195

Wafer 2.5 mm
SPECIFICATIONS 
Current Rating: 3 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 800 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

SPECIFICATIONS 
Current Rating: 3 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 800 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

Unit: mm

Unit: mm

 CEH250 Series
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196

Wafer 2.5 mm
SPECIFICATIONS 
Current Rating: 3 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 500 MOhm min. 
Withstanding Voltage: AC 800 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

SPECIFICATIONS 
Current Rating: 3 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 500 MOhm min. 
Withstanding Voltage: AC 800 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

Unit: mm

Unit: mm

 CMP250 Series
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197

Wafer 2.5 mm
SPECIFICATIONS 
Current Rating: 3 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 800 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 

SPECIFICATIONS 
Current Rating: 3 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 800 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 

Unit: mm

Unit: mm

 CSH250 Series
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198

Wafer 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1000 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 

SPECIFICATIONS 
Current Rating: 3 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1000 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 

Unit: mm

Unit: mm

 CMX254 Series
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199

Wafer 2.54 mm
SPECIFICATIONS 
Current Rating: 3 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: P.B.T., UL 94V-0 

SPECIFICATIONS 
Current Rating: 3 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: P.B.T., UL 94V-0 

Unit: mm

Unit: mm

 CDR254 Series
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200

Wafer 2.54 mm
SPECIFICATIONS 
Current Rating: 4 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1000 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 

How to order Unit: mm

 CDF254 Series
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201

Wafer 2.54 mm
SPECIFICATIONS 
Insulator Material: Black LCP 
Terminal Material: Phosphor Bronze 
Finished: 1,27 µm Tin-plated or Gold-plated over Ni 
Operating Temperature Range: -55°C ~ +125 °C 
Voltage Rating: AC 675 V mated with IPDI 

SPECIFICATIONS 
Insulator Material: Black LCP 
Terminal Material: Phosphor Bronze 
Finished: 1,27 µm Tin-plated or Gold-plated over Ni 
Operating Temperature Range: -55°C ~ +125 °C 
Voltage Rating: AC 675 V mated with IPDI 

Unit: mm

Unit: mm

 CMX254 Series
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202

Wafer 3.0 mm
SPECIFICATIONS 
Current Rating: 5 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: PA-46, UL 94V-0 

SPECIFICATIONS 
Current Rating: 5 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: PA-46, UL 94V-0 

Unit: mm

Unit: mm

 WF300 Series
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203

Wafer 3.96 mm
SPECIFICATIONS 
Current Rating: 7 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 

SPECIFICATIONS 
Current Rating: 7 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 

Unit: mm

Unit: mm

 CMX396 Series
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204

Wafer 3.96 mm
SPECIFICATIONS 
Current Rating: 7 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

SPECIFICATIONS 
Current Rating: 7 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

Unit: mm

Unit: mm

 CVH396 Series
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205

Wafer 3.96 mm
SPECIFICATIONS 
Current Rating: 7 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 

SPECIFICATIONS 
Current Rating: 7 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 

Unit: mm

Unit: mm

 CMX396 Series
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206

Wafer 3.96 mm

SPECIFICATIONS 
Current Rating: 5 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T, UL 94V-0 

Unit: mm

Unit: mm

 CAF396 Series

SPECIFICATIONS 
Current Rating: 5 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T, UL 94V-0 
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207

Wafer 3.96 mm
SPECIFICATIONS 
Current Rating: 5 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 

SPECIFICATIONS 
Current Rating: 5 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 

Unit: mm

Unit: mm

 CAF396 Series
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208

Wafer 4.0 mm
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 600 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1800 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T, UL 94V-0 

SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Voltage Rating: 600 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1800 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-6T, UL 94V-0 

Unit: mm

Unit: mm

 CBH400 Series
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209

Wafer 4.2 mm
SPECIFICATIONS 
Current Rating: 9 A, AC/DC 
Voltage Rating: 600 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 

SPECIFICATIONS 
Current Rating: 9 A, AC/DC 
Voltage Rating: 600 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 

Unit: mm

Unit: mm

 ATX420 Series
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210

Wafer 4.2 mm

SPECIFICATIONS 
Current Rating:  9 A, AC/DC 
Voltage Rating: 600 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 

Unit: mm

Unit: mm

 ATX420 Series

SPECIFICATIONS 
Current Rating:  9 A, AC/DC 
Voltage Rating: 600 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 
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211

Wafer 4.2 mm

SPECIFICATIONS 
Current Rating:  9 A, AC/DC 
Voltage Rating: 600 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: PA-46, UL 94V-2 

Unit: mm

Unit: mm

 CMX420 Series

SPECIFICATIONS 
Current Rating:  9 A, AC/DC 
Voltage Rating: 600 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: PA-46, UL 94V-2 
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Wafer 5.08 mm

SPECIFICATIONS 
Current Rating: 7 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 

Unit: mm

Unit: mm

 CMX508 Series

SPECIFICATIONS 
Current Rating: 7 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 
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213

Wafer 5.08 mm

SPECIFICATIONS 
Current Rating: 7 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 

Unit: mm

Unit: mm

 CMX508 Series

SPECIFICATIONS 
Current Rating: 7 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 
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214

Wafer 7.5 mm

SPECIFICATIONS 
Current Rating: 7 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 

Unit: mm

Unit: mm

 CMX750 Series

SPECIFICATIONS 
Current Rating: 7 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 
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215

Wafer 7.5 mm
SPECIFICATIONS 
Current Rating: 7 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 

SPECIFICATIONS 
Current Rating: 7 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 

Unit: mm

Unit: mm

 CMX750 Series
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216

Wafer 7.5 mm
SPECIFICATIONS 
Current Rating: 7 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  10 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-2 

How to order Unit: mm

 CJL750 Series
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217

Wafer 8.9 mm
SPECIFICATIONS 
Current Rating: 25 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

SPECIFICATIONS 
Current Rating: 25 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

Unit: mm

Unit: mm

 CWR890 Series
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218

Wafer 8.9 mm

SPECIFICATIONS 
Current Rating: 25 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 

Unit: mm

Unit: mm

 CWR890 Series

SPECIFICATIONS 
Current Rating: 25 A, AC/DC 
Voltage Rating: 250 V AC/DC 
Temperature Range: -25°C ~ +85 °C 
Contact Resistance:  20 mOhm max. 
Insulator Resistance: 1000 MOhm min. 
Withstanding Voltage: AC 1500 V / minute 
Finished: Tin-plated / Gold-plated 
Housing Material: Nylon-66, UL 94V-0 
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Serial ATA 1.27  7 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-S Series
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Serial ATA 1.27  7 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-S Series
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Serial ATA 1.27  7 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-R Series
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Serial ATA 1.27  7 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-R Series
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Serial ATA 1.27  7 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-R Series
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Serial ATA 1.27  7 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-R Series



digital electronic gmbh     Tel. +49 (0) 8221-708-0     Fax +49 (0) 8221 708-80 
www.digitallehrer.de    digital@digitallehrer.de 

All specifications subject to change without notice.

225

Serial ATA 1.27  7 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-R Series
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Serial ATA 1.27  7 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-M Series
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Serial ATA 1.27  7 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-M Series
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Serial ATA 1.27  7 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-M Series
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Serial ATA 1.27  7 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-M Series
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Serial ATA 1.27  15 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-M Series
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Serial ATA 1.27  15 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-R Series
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Serial ATA 1.27  7+15 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-S Series
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Serial ATA 1.27  7+15 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-S Series
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Serial ATA 1.27  7+15 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-K Series
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Serial ATA 1.27  7+15 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Phosphor Bronze 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-M Series
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Serial ATA 1.27  7+15 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-M Series
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Serial ATA 1.27  7+15 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

Unit: mm

 SATA-M Series

How to order
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Serial ATA 1.27  7+15 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Phosphor Bronze 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-M Series
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Serial ATA 1.27  7+15 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Phosphor Bronze 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-M Series
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Serial ATA 1.27  7+15 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Phosphor Bronze 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-M Series
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Serial ATA 1.27  7+15 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-M Series
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Serial ATA 1.27  16+16 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-S Series
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Serial ATA 1.27  16+16 Pin
SPECIFICATIONS 
Current Rating: 1 A, AC/DC 
Insulator Resistance: 1000 MOhm min. 
Contact Resistance:  30 mOhm max. 
Withstanding Voltage: AC 750 V / minute 
Temperature Range: -40°C ~ +85 °C 
Insulator Material: Glass-filled Thermoplastic 
Color: Black, UL94V-0 
Contact Material: Brass 
Gold on contact area, Tin/Lead on soldering 
area, all over Nickel 

How to order Unit: mm

 SATA-R Series
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